
Interstate LED bulbs for dash 

 

The stock bulb is a wedge #74 bulb and many are trying different led bulbs and colors to brighten the 
display on the tach and speedometer along with some different colors on the clock display 

 

  



First thing we have to do is remove the inner side panels that house the speakers. These are 
sometimes not fun to remove as the screws are corroded into the sleeve nuts that are glued into the 
fairing. 

 

  



These are what we are removing 

 



This is one of those little PIA sleeve nuts that spin in the plastic when you try and remove them. The 
best way I know to remove them when they spin is to gently pry out on the speaker housing while 
spinning the screw and it will pull out of the plastic. You can epoxy them back in before reinstalling 
the panels. 

 

  



This is what we are dealing with, a little sleeve nut inside a plastic housing that spins not allowing the 
screw to come out. So let the whole POS come out and glue back in after. Don't pry so hard you 
break your panels, just hold pressure so it will pull out of the plastic. 

 

  



Here comes my artwork 😂😂 
There are 2 bolts on each side that hold the dash assembly in. I found it easier for me to lay a pillow 
on the fender between the fork legs and take the whole fairing loose which also is held on by 2 easy 
to get to bolts on each side and then you can just let it rest on the pillow and lean it out to access the 
back of the dash assembly. I know I have heard of some who can change these without removing 
the fairing or dash assassembly, but my body doesn't do those positions anymore. 😂😂  

 

  



Here's the spots we are looking for, 4 rubber plugs that have the bulbs under them 

 



Remove the rubber plug to access the bulbs 

 



Grab the plastic bulb holder and twist it counter clockwise to remove it. Pull the bulb out and replace 
it with the bulb and color of your choice and reverse the process. 

 

  



The warning lights and turn signal indicator lights are under the other side and you have to remove 
the lens cover 5 screws to get to them. 

 

  



Once you remove the cover you can see the bulbs. These are not the same bulbs as the other side, 
these are soldered in and you would have to ask someone else what bulbs they recommend if you 
want to venture in this far? 

 

  



I missed this part after removing the speaker panels and didn't know how to get it back into my post 
in order without starting over. I had my hands full with the coloring. 😂😂 
Anyway, there are 2 bolts at the end of the arrows that hold the whole fairing on. 
Good Luck and hope this is a least a little help showing you what it looks like before you decide to do 
it. 

 


