
Squeaky Clutch Handle Repair 

 

 

Remove the 10mm nut from the bottom of the pivot bolt. 



 

Then remove the straight slot pivot bolt 



 

Remove the Clutch handle 



 

You can see the corrosion built up in here 



 

And the corrosion around the bushing 



 

Pop the bushing out of the handle and clean it up real good 



 

I cut a strip of 1500 grit sandpaper and roll it up so it will fit through the holes in the handle 



 

Then I use a Phillip head screwdriver and put it through the hole in the sandpaper 



 

Shove it all the way through 

Then I work it around so it cleans the dirt and corrosion off the inside of the holes. I'm not trying to 

make the hole bigger just clean the holes 



 

Nice and clean when done 



 

I remove the plunger rod from the master cylinder 



 

Note that the end that goes towards the master cylinder is rounded on the end 



 

I'm using a silicone grease to lube the parts with, you can use a lube of your choice this is just what I 

use? 



 

I lube the whole plunger rod with more on the rounded end 



 

Push the plunger back into the master cylinder making sure the rubber boot fits around it so you 

don't smash the boot into the cylinder. Round end in first 



 

Make sure this little hole is clean 



 

Add some lube to the hole 



 

Add some lube to the top of the handle holes so when the pivot bolt gets installed it will force it down 

through the rest of the bushing 



 

Clean and lube these 2 points the Handle rotates on 



 

After installing the bushing back into the handle with the hole facing out, insert the plunger rod into 

the hole 



 

Then pivot the handle around so the holes line up for the pivot bolt. 



 

Apply lube around the exterior of the bolt 



 

Start the bolt into the handle. If the threads won't start squeeze the Clutch handle a couple times to 

force the plunger into the cylinder 



 

Then tighten the bolt 



 

Check the boot to be sure it's around the rod not bunched up or binding 



 

Install the nut and tighten on the bottom 

 


